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Technical specifications

Accuracy 
Printing dimensions (XYZ) 
Printing speed 
Power

143 x 106 x 126 cm (56,2992 x 41.73 x 49.60 inches)  
Weight: 53 kg (116.84 pounds) 

Physical specifications

Package 
Pallet delivery
Total weight: 168 kg (370,37 pounds) 
Pump: 95 kg (209,43 pounds) 
accessories: 20 kg (44,09 pounds)

Machine

Printing

0.5 cm (0,19 inches) 
615 x 520 x 600 mm (242,12 x 204,72 x 236,22 inches) 
Up to 300 mm/s (11,81 inches/s) 
220V single-phase



20 www.constructions-3d.com

Pumping system

Spray pump 
Mortars, plasters, adhesives
By batch 
230 V 
30 bars (435,11 Psi) 
30 m (98,42 feet) 
4kW, 230V, 50Hz 
5L / min (1.32 gallons) 
50L / min (13.20 gallons) 
1L / min (0.26 gallons) 
6 mm (0,23 inches) 
Yes, up to 25 mm (0,98  inches) and 2% in mass 

Pumping system
Materials compatibility
Pump filling 
Power 
Transport maximum pressure 
Transport maximum distance 
Pumping power 
Usual material flow
Maximum flow rate 
Minimum flow rate 
Grain size 
Fiber compatibility




